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SUT-200-AI  
 

 

UNPACK AND IDENTIFY 

THE FOLLOWING 

PARTS. 
 

 

 

 

 

 

Failure to follow the assembly instructions could result in serious injury or death. 

 

Incorrect assembly or modifications to your trailer will void any specific or implied 

warranty.  

 

For questions or assistance assembling your trailer call 800-282-5042. 
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Axle assembly                                      

 

                                                                       

 
Front and rear cradle holders.                       
                                                                                            

                                  

                                                            

 

Roll assembly, skid, tail light brackets,         

fender brackets.    
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Fenders, tires, light kit, wiring harness, running light bracket, fasteners. 

 

 
 

Tongue assembly. 
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Tongue assembly. 

 

 

 

 
 

 

 
 

 

Unwrap the two tongue sections and lay them end to end with the splice plates adjacent to 

each other. 
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Loosen eight nuts on each splice plate. 

 

 

 
 

Slide the plate over the adjacent tongue section until the pencil mark at the center of the 

splice plate is aligned with the gap between the tongue sections. 

 

 

 
 

Slide the other splice plate onto the adjacent tongue section. Tighten all 16 nuts making 

sure that the tongue sections are as tight as possible to one another. 
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Front cradle bracket assembly 
 

 

 

 
 

Loosen the two forward most T-bolts (two on each side) located at the end of the rear 

tongue section. 

 

 

 
Slide them forward until they are near the pencil mark located 74ò from the end of the 

rear tongue section then remove the four nuts.  
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Locate one of the cradle holders (front both the same). 

 

 

 
 

Loosen the four nuts securing the mounting angles to the front cradle holder and rotate 

them downward into position. 
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Attach the cradle bracket to the tongue section aligning the angles with the pencil marks 

on either side of the tongue section. Align the angles with the pencil marks on the cradle 

holder. The cradle holder bracket should rest against the tongue splice plate as shown. 

 

 

 

 

 

Axle assembly 

 

 

 
 

Locate the axle assembly. 
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Remove the 1 1/8ò T-bolt and rubber washer located on the tie rod end and set them aside 

for installation later. 

 

 

 
 

 
 

Rotate both tie rods forward. 

 

 

 


